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PRODUCTING PTANTS: Long Beach,

Long

Core Formulsa: Pounds per MSF  Beach

Board Stucce (S-1, &2)
Paper Fiber (B~-G-1)
Starch (RM-B-114)
Dextrose {Re-B-3)

Foaming Agent (B-G-1)

Lignin (B-G-1)
End Trim (B-G-1)
Potassium

Sulfate (B-G-1)
Boric Acid (B-G-1)

Hydrated Lime (RM-P-3)

Paver Liners: Msnila Face paper and Greyback Back papar (RM-B-1)

OPERATING SPECTFTCATIONS:

{Refer to Process Bulletin 5-G-2 for

1, Slurry Setting Time,

2. Vet Slurry Weight, (pounds per c.f.)

100C-1150

6-10
5-7.3
0-1
0.2-0.7
2-2.5
20-35

S5-2

0-.5

minutes

3. Vet Compreseive Strength, p.s.i.

Delanco, Jacksorville

Antioch, Seattle,

Jacksonville, and Delanco.

Jack~
Seattle scnville Delanco

General Specifications)

975-1100 1000-1150 1075-1220 1075-1220

6~10 610 £&-10
5-7.3 5-7.3 9-7.3
0-1 0-1 -1

0,2-0.7 0.2-0.7 0.2-0.7

4-5 2-2.5 45
25-35 15-30 20-35
\5-2 .2-2 5-2

_— _— 0-1
0-.5 0-.5 0-.5

1.5-4
70-82
235-400

150-235
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PRODUCT SPTCIFICATIONS

Refer to Product Bulletin BG-4 for General Specificaticns.

Wet Weight {Lbs/NSF)
Dry Weight {Lbs/NSF)
Dry Weight, Average {Lbs ASF)
Evaporation Loss {Lbos/MSF)
Thickness - Average {ineh)
Thickness - Individual Reading {inch}
Edge Hardness at Take-0ff {Lbs)
End Peel After Sawing {inch)
Flexural Strength, minimum
Across grain (Lbs)
Parallel (Lbs)
Punch Test {Lbs)
Delanco & Jacksonville
Twist Test, Maximum Split
Face (inch)
Back (inch)
Rapid High Humidity, Maximum Peel
Face (inch)
Back (inch)

Hammer Loss, decigrams
Individual fest, maximum

i
ALL PIANTS (Except as noted)

2120-2350 ?
1400-1550
1475
670-850
360,385
t 010 from average

10 minimum, 1& maximum,
14 averzge

1/8 maximum
Deflection nt Breal

o5 0,40 inch minimum
34 0,30 inch minimum

800-12C0

650-1000

1/2

1/2

1/2
1/2

15

|
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